Here, we demonstrate the incorporation of monovalent cation additives into CH 3 NH 3 PbI 3 perovskite in order to adjust the optical, excitonic, and electrical properties. The possibility of doping was investigated by adding monovalent cation halides with similar ionic radii to Pb . A shift in the Fermi level and a remarkable decrease of sub-bandgap optical absorption, along with a lower energetic disorder in the perovskite, was achieved. An order-of-magnitude enhancement in the bulk hole mobility and a significant reduction of transport activation energy within an additive-based perovskite device was attained. The confluence of the aforementioned improved properties in the presence of these cations led to an enhancement in the photovoltaic parameters of the perovskite solar cell. An increase of 70 mV in open circuit voltage for AgI and a 2 mA/cm 2 improvement in photocurrent density for NaI-and CuBr-based solar cells were achieved compared to the pristine device.
Introduction
Currently, the dominant portion of the world's energy requirement (i.e., 85%) is being supplied by the combustion of oil, coal, and natural gas, which facilitates global warming and has deleterious effects on our environment 1 . Therefore, the development of CO 2 -neutral sources of energy is of paramount interest. Photovoltaics (PV) is an ideal energy conversion process that can meet this requirement. However, cost and efficiency, as the main obstacles to the extensive adoption of PV technology, must be improved. Emerging PV technologies based on new materials, such as perovskite solar cells (PSC), have the combination of lower cost and greater efficiency. This is achieved through the utilization of cheap materials that are readily available, as well as through fast, facile, and low-energy processing routes compared to silicon-based counterparts 2, 3, 4 . A remarkable improvement in the power conversion efficiency (PCE), from 3.8% to more than 22%, has been reported for hybrid organicinorganic lead halide perovskite since its first appearance in PV architecture 5, 6, 7, 8 . Such a superb performance originates from the strong light absorption with an extremely sharp band-edge, the very low energetic disorder, the weakly-bound excitons that easily dissociate into free carriers with large diffusion lengths, and the photon recycling capability of hybrid organic-inorganic lead halide perovskite 9, 10, 11, 12 . These materials are categorized in the perovskite family, which are crystallized from organic halide and metal halide salts to form crystals in the ABX 3 structure, where X is an anion and A and B are cations of different sizes (A being larger than B). Reported cations for the A site include methylammonium (MA), formamidinium (FA), and cesium (Cs); a combination of these cations shows the highest performance 13, 14 . Furthermore, the main candidate for the divalent cation in the B site is lead, which can be replaced by tin; the bandgap can be successfully red-shifted to over 1,000 nm in a lead-tin mixed perovskite 15 . Similarly, the X-site occupants have been studied extensively, where a mixture of iodide (I) and bromide (Br) were introduced as the main candidates 16, 17 . Therefore, it is highly plausible to manipulate the structural, morphological, and optoelectronic properties of perovskites by altering their chemical composition.
Despite the fact that the enhanced crystalline quality and the macroscopic uniformity of the perovskite film are key parameters to achieve efficient devices 18 , the impact of the boundaries between the polycrystalline domains, the origin and role of electronic defects in the perovskite absorbers, and the role of the charge collection layers upon loss processes in the perovskite solar cells are not yet well understood. Regarding the nature of electronic defects in the perovskite structure, it has been reported that many of the defects, such as I or Pb vacancies, result in states that are very close to or within the continuum of states in the conduction and valence bands, which might have a negative electronic impact on the photovoltaic devices 19 . In addition, a strong covalent bonding interaction between lead cations and iodide anions in the perovskite plane may lead to the existence of intrinsic defects (e.g., under-coordinated Pb dimers and I trimers), which could create sites within the band-edge that act as charge recombination centers during the operation of the device 20 .
Here, we investigate the impact of doping CH 3 NH 3 PbI 3 perovskite with monovalent cation halides, including Na . We therefore incorporate these cations through the addition of a rational amount of their halide-based salts (e.g., NaI, CuBr, CuI, and AgI) into the perovskite precursor solution. These cations have ionic radii similar to Pb
Representative Results
Field emission scanning electron microscopy (FESEM) was used to record both cross-sectional images of the fabricated perovskite solar cells (Figure 1 ) and top view images of the deposited PbI 2 and CH 3 NH 3 PbI 3 films (Figure 2 ). X-ray diffraction (XRD) and X-ray photoelectron spectroscopy (XPS) were employed to characterize the structural properties of the perovskite films (Figures 3 and 4) . Photothermal deflection spectroscopy (PDS) and Kelvin probe force microscopy (KPFM) were used to probe the optical and electrical properties of the perovskite films, respectively (Figures 5 and 6) . Furthermore, temperature-dependent bulk transport measurements based on space charge limited current (SCLC) was performed on the perovskite devices (Figure 7) . Finally, a standard photovoltaic measurement of the fabricated devices was performed (Figure 8 and Table 1 ).
Based on the top-view SEM images of the PbI 2 and CH 3 NH 3 PbI 3 deposited on the mesoporous TiO 2 layer (mp-TiO 2 ) shown in Figure 2 , the effect of the additives on the morphology of perovskite was illustrated where large branch-shaped crystals of PbI 2 were achieved in the NaIbased sample. This led to the formation of larger asymmetric crystals of perovskite. Furthermore, we obtained a uniform and pinhole-free perovskite capping layer for CuI-and AgI-based samples (Figure 2c and 2e) . To investigate the effect of monovalent cation halide additives on the crystal structure of CH 3 NH 3 PbI 3 and on the conversion of PbI 2 into CH 3 NH 3 PbI 3 , X-ray diffraction was performed (Figure 3) . Although the crystal structure of the final perovskite remained the same for all samples, it is evident that the diffraction peak at 2θ = 12.6, which corresponds to the unconverted PbI 2 , was eliminated in the presence of NaI and CuBr additives. In order to confirm the presence of these monovalent cations within the CH 3 NH 3 PbI 3 perovskite films, we carried out an XPS analysis, as shown in Figure 4 . On the basis of the XPS data, we demonstrated the presence of Na and Ag ions within the perovskite films, whereas the concentration of Cu could not be estimated, probably due to the nearness of iodide (I 3p1/2) and copper (Cu 2p1/2) peaks.
The effect of the monovalent cation additives on the absorption spectrum of the perovskite is shown in Figure 5a , which was measured by PDS. It is evident that the additive-based CH 3 NH 3 PbI 3 had lower sub-bandgap absorption compared to the pristine sample. Furthermore, an absorption tail was observed for Cu-based samples, which originated from the intrinsic absorption of copper halide (Figure 5b) . Although the absorption tail confirms the presence of Cu cations in the final perovskite films, it is evident, based on the comparison between the PDS of CuIbased PbI 2 and CH 3 NH 3 PbI 3 , that their incorporation is not complete. In addition, the Urbach energy (Eu), which is a measure of the degree of energetic disorder of a material, was estimated for pristine, NaI-, CuBr-, CuI-, and AgI-based perovskite, and the values are 15.6, 11.8, 12.8, 13.5, and 15.2 meV, respectively (inset of Figure 5a ).
To explore the influence of the aforementioned additives on the electronic structure of CH 3 NH 3 PbI 3 , we performed KPFM, where the contact potential difference (CPD) of the line profiles was measured. This corresponds to the surface work function (Φ) of the perovskite shown in Figure  6 . A clear shift in the CPD (i.e., 0.1 V) of additive-based perovskite compared to the pristine one shows that the perovskite Fermi level is shifted towards the valence band. This change in the Fermi level of perovskite can be attributed to either substitutional p-doping (e.g., the replacement of Pb 2+ with monovalent cations X + ) or surface passivation at the crystalline surfaces of perovskite.
To investigate the effect of doping on the density of the charges and on their transport properties in CH 3 NH 3 PbI 3 , we performed temperaturedependent bulk transport measurements (Figure 7a) . We then estimated the bulk carrier mobility (μ SCL ) based on the space charge limited current (SCLC) of the complete electron and hole-only pristine and additive-based perovskite devices. A remarkable increase in the conductivity and in both the electron and hole mobilities were achieved, particularly for the NaI and CuBr samples compared to pristine perovskite ( Table 1) . It is notable that the improvement in the charge mobility and conductivity are consistent with the enhancement in the short circuit current (J sc ) and fill factor (FF) of the fabricated solar cells shown in Figure 7b . Furthermore, we estimated the activation energy for charge transport (E A ) for both the electron and the hole using temperature-dependent bulk transport measurements, where a clear decrease was achieved for additivebased perovskite. This improvement is attributed to the higher density of carriers because of doping and filling the transport traps, which results in a significant decline in the transport barrier.
We fabricated perovskite solar cells based on the aforementioned monovalent cation halides, the corresponding J-V curves, and the photovoltaic parameters that are summarized in Figure 8a and Table 1 . A significant improvement in open circuit voltage was achieved for both CuI-(0.99 V) and AgI-(1.02 V) based solar cells because of the ideal surface coverage (Figure 2c and 2e) . Furthermore, a remarkable increase in the short circuit current (≈2 mA cm -2 ) for CuBr-and NaI-based solar cells was attained, which can be ascribed to the full conversion of PbI 2 into CH 3 NH 3 PbI 3 . This improvement was confirmed by the incident photon-to-current conversion efficiency (IPCE) spectra shown in Figure 8b . Finally, higher power conversion efficiency (PCE) levels of 15.2%, 15.6%, and 15.3% were achieved for NaI-, CuBr-, and CuI-based devices, respectively, compare to the 14.0% value for the pristine perovskite solar cell. Table 1 : Photovoltaic and charge transport parameters of PSC. Summary of the photovoltaic parameters derived from J-V measurements and charge mobilities, along with the activation energy for the pristine and additive-based perovskite solar cells that show the best performance and were fabricated using the two-step deposition method. It is notable that the statistics of the photovoltaic parameters follow the same trend as the best performing devices. This table has been reproduced from reference 18 .
Discussion
A typical architecture of mesoscopic perovskite solar cells was used in this work, where a series of materials were spin-coated between a conductive substrate and a thermally-evaporated metal contact (Figure 1) . The mesoporous TiO 2 layers were treated with TiCl 4 , which is reported to passivate the surface traps and to improve the interface between the electron transport layer and the absorber material 21, 22 . The perovskite layer was then deposited using a sequential two-step deposition technique. The full conversion of lead halide into perovskite in the second step is essential to achieve the highest light absorption 16, 17 , and we showed that the monovalent cation halide additives (e.g., NaI and CuBr) result in a complete conversion. Furthermore, the complete coverage of the mesoporous titania layer with the perovskite over-layer is vital to eliminate potential recombination between the hole transport layer (e.g., Spiro OMETAD) and the electron transport layer (e.g., mesoporous TiO 2 ) 23 . We illustrated that adding the monovalent cation halides (e.g., CuI and AgI) can improve the surface coverage of the perovskite capping layer, which leads to a higher open circuit voltage for the device.
In this work, we have demonstrated a method to dope CH 3 NH 3 PbI 3 as an absorber layer in the mesoscopic perovskite solar cell structure. Monovalent cation halides were used to tune the morphological, optical, and electrical properties of CH 3 NH 3 PbI 3 perovskite film in order to enhance the photovoltaic performance. Therefore, we incorporated three different monovalent cations (i.e., Na , in the lead source in the sequential two-step deposition of CH 3 NH 3 PbI 3 . As a result, a remarkable improvement in the structural and optoelectronic properties of CH 3 NH 3 PbI 3 occurred in the presence of these additives, leading to higher PCEs for the fabricated solar cells. Therefore, our work highlights a facile way of doping the CH 3 NH 3 PbI 3 as an absorber layer, which can be used in all other configurations of perovskite solar cells (e.g., planar architecture) in order to further improve the electronic quality of perovskite thin films.
The data underlying this paper are available at: https://www.repository.cam.ac.uk/handle/1810/260187.
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